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Distillation of petroleum products in atmospheric pressure

Light hydrocarbon (SOUTH PARS)

CUT1
Description of test Result Unit Method
Initial boiling point ( °c) 34-44
10% ( °c) 46-67
50% ( °c) 79-103 °C ASTM D86
90% ( °c) 125-167
FBP ( °c) 168-220
Residue 0.5 (%V/v) ASTM D86
Appearance @ 20 ( °c) clear @ bright ud visual
Density @15 °c 0.690-0.725 Kg/m3 ASTM D1298
Flash point(close cup) free °C ASTM D93
Color <0.5 = ASTM D1500
Sulfur content 3000-3900 PPM ASTM D4294
Mercaptan 1200-3100 PPM ASTM D3227
Total Aromatic 15 (%Vv/v) ASTM D6729
Benzene 3 (%v/V) ASTM D6729
Copper corrosion(3 hr @50°c) Report * ASTM D130
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Distillation of petroleum products in atmospheric pressure

Light hydrocarbon (SOUTH PARS)

CUT 2
Description of test Result Unit Method
Initial boiling point ( °c) 129-177
10% ( °c) 149-192
50% ( °c) 191-235 °C ASTM D86
90% ( °c) 267-297
FBP (°c) 330-342
Residue 0.5-1 (%v/v) ASTM D86
Appearance @ 20 ( °c) clear @ bright * visual
Density @15 °c 0.790-0.810 Kg/m3 ASTM D1298
Flash point(close cup) 27-70 °C ASTM D93
Color <0 * ASTM D1500
Sulfur content 1900-2600 PPM ASTM D4294
Mercaptan 400-1000 PPM ASTM D3227
Total Aromatic Report (%V/V) ASTM D6729
Benzene Report (%Vv/v) ASTM D6729
Copper corrosion(3 hr @50°c) Report e ASTM D130
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Distillation of petroleum products in atmospheric pressure

Heavy hydrocarbon
South pars:CUT 2(SWEETENED GAS CONDENSATE)EF 109

Description of test Result Unit Method

S/ /

149-192

Initial boiling point ( °c)

10% ( °c)

1971-235 ASTM D86

261729/

FBP ( °c) 330-342

Residue 0.5 ASTM D86

Appearance @ 20 ( °c) clear @ bright visual

Density @15 °c

Flash point(close cup) 40-45 ASTM D93

0.790-0.810 ASTM D1298

Color 2.2 ASTM D1500

Cetane number 53 ASTM D2699

Cetane index 48 ASTM D2700

Sulfur content 854 ASTM D4294

Mercaptan 122 ASTM D3227

Total Aromatic

Report

ASTM D6729

Benzene

Report

Copper corrosion(3 hr @50°c) 1a

ASTM D6729

> ASTM D130
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Distillation of petroleum products in atmospheric pressure
Light hydrocarbon
South pars:CUT 1(SWEETENED GAS CONDENSATE)EF 108
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Initial boiling point ( °c)
46-67
79-103 G ASTM D86
125-167
168-220

Residue : (%v/v) ASTM D86

Appearance @ 20 ( °c) clear @ bright 5 visual

Density @15 °c ASTM D1298

Flash point(close cup) ASTM D93

Color : ASTM D1500

Sulfur content ASTM D4294

Mercaptan ASTM D3227

Total Aromatic . ASTM D6729

Benzene : ASTM D6729

Copper corrosion(3 hr @50°c) ASTM D130
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Distillation of petroleum products in atmospheric pressure Distillation of petroleum products in atmospheric pressure
Heavy hydrocarbon Light hydrocarbon
S500:CUT 2 S500:CUT 1

Initial boiling point ( °c) 150-160 tial boiine TR p | - S e
388-94
ASTM D86 103-117 AL - e
125-143
146-191

(%v/v) ASTM D86 ASTM D86

164-174

200-210

284-294

330-335

0
e

Residue Residue

Appearance @ 20 ( °c) clear @ brig-ht visual
Density @15 °c 0.733-0.744 ASTM D1298

55-60 °C ASTM D93 Flash point(close cup) free ASTM D93
ASTM D1500 Color < (0.5 ASTM D1500
ASTM D2695 RON 31 ASTM D2699
ASTM D2700 MON /3 ASTM D2700
Sulfur content 500-800 ASTM D4294

.64

Appearance @ 20 ( °c) clear @ bright i visual

Density @15 °c g /90-0./95 Kg/m3 ASTM D1298

Flash point(close cup)

Color 1.5

Cetane number 54

*I

Cetane index 50

Sulfur content 4000 PPM ASTM D4294

Mercaptan 260-270 PPM ASTM D3227

Total Aromatic

Mercaptan 417-642 ASTM D3227
(%v/V) ASTM D6729 Total Aromatic 22.24 ASTM D6729

i ASTM D130 Copper corrosion(3 hr @50°c) ASTM D130

Benzene z

II

Copper corrosion(3 hr @50°c)
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Distillation of petroleum products in atmospheric pressure Distillation of petroleum products in atmospheric pressure
Heavy hydrocarbon of blending Light hydrocarbon of blending
(PRODUCT CODE : EF 89) (PRODUCT CODE : EF 92)

Description of test Result Unit

Unit Method

Description of test Result

38-45

Initial boiling point ( °c) 150-160

Initial boiling point ( °c)

10% ( °c) 170-180 10% ( °c) 65-75

50% | °c) 210-215 C ASTM Dsb 50% ( °c) 100-110

ASTM D86

90% ( °c) 270-280 90% ( °c) 140-150

FBP (°c) 320-330

FBP ( °c) 170-180

Residue . (%v/Vv) ASTM D86

Residue 0.5

(%Vv/V) ASTM D86

Appearance @ 20 ( °c) clear @ bright & visual

Appearance @ 20 ( °c) clear @ bright

Density @15 °c 0.815-0.820 Kg/m3 ASTM D1298

Density @15 °c 0.740-0.745 Kg/m3 ASTM D1298

Flash point(close cup) 55-60 NG ASTM D93

Flash point(close cup) free ASTM D93

ASTM D1500

*

Color

Color <0.5 ASTM D1500

o o]

Cetane number

*I

Cetane index 46

Sulfur content 3800 PPM ASTM D4294

Mercaptan 20 PPM ASTM D3227

Sulfur content 1739 PPM ASTM D4294
Mercaptan | | 1338 PPI\;I ASTM -D3227

I *
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Distillation of petroleum products in atmospheric pressure
Heavy hydrocarbon of blending
(PRODUCT CODE : EF 130)

Description of test
Initial boiling point ( °c)

150-160

170-180

200-210

269-2/5

330-340

Unit

o
)

ASTM D86

Residue 1 (%v/V) ASTM D86
Appearance @ 20 ( °c) clear @ bright % visual
Density @15 °c 0.814-0.817 Kg/m3 ASTM D1298
Flash point(close cup) 50-53 C ASTM D93
Color & ASTM D1500
Cetane number = ASTM D2699
Cetane index 46 3 ASTM D2700
Sulfur content 2200 PPM ASTM D4294
Mercaptan 204 PPM ASTM D3227
Total Aromatic * (%V/V) ASTM D6729
Benzene * (%v/Vv) ASTM D6729
Copper corrosion(3 hr @50°c) Z = ASTM D130
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Distillation of petroleum products in atmospheric pressure
Light hydrocarbon of blending
(PRODUCT CODE : EF 83)

Initial boiling point ( °c) 35-45
10% ( °c) 44-45
ASTM D86

ASTM D386

visual

Appearance @ 20 ( °c)

ASTM D1298

nc
-

Sulfur content PPM ASTM D4294

Density @15 °c

ASTM D3227

PM |

Mercaptan B
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